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Water-Data Report 2008
12045500 ELWHA RIVER AT MCDONALD BRIDGE, NEAR PORT ANGELES, WA

Puget Sound Basin
Dungeness-Elwha Subbasin

LOCATION.--Lat 48°03"18", long 123°34'55" referenced to North American Datum of 1927, in NE /4 NW J4 sec.33, T.30 N., R.7 W., Clallam County, WA,
Hydrologic Unit 17110020, Olympic National Forest, on right bank near the site of the McDonald Bridge (removed), 0.7 mi upstream from Little River,
1.1 mi upstream of highway 101 Bridge, 4.9 mi below Glines Canyon Dam, 8 mi southwest of Port Angeles, and at mile 8.6.

DRAINAGE AREA.--269 mi2.

SURFACE-WATER RECORDS
PERIOD OF RECORD.--October 1897 to December 1901, October 1918 to current year. Published as "at McDonald" October 1897 to December 1901.
REVISED RECORDS.--WSP 1246: Drainage area. WSP 1286: 1898, 1899(M), 1900-1302, 1919, 1920-31(M), 1932, 1933(M). WSP 1566: 1957(M).

GAGE.--Water-stage recorder. Datum of gage is 200.00 ft above NGVD of 1929. Oct. 1, 1897, to Dec. 31, 1901, nonrecording gage at McDonald Bridge at
different datum. Dec. 9, 1918, to May 1, 1936, water-stage recorder under McDonald Bridge at datum 7.4 ft higher.

REMARKS.--Records good. Water is diverted through Glines Canyon powerhouse and returned to river upstream from gage. Flow partly regulated by Lake
Mills 4.9 mi upstream (station 12045000). Chemical analyses July 1959 to June 1960, July 1960 to September 1970 (partial-record station), October
1971 to September 1986. Water temperatures April 1976 to August 1977, October 1994 to April 1998, April 2004 to September 2006. Turbidity August
2003 to September 2006. Suspended sediment discharge April 1994 to September 1995. Miscellaneous sediment measurements October 1995 to
September 1997. Prior to 1962, published as Elwha River near Port Angeles. October 1971 to September 1974 published as Elwha River below Little
River, near Port Angeles. U.S. Geological Survey satellite telemeter at station.

AVERAGE DISCHARGE FOR PERIOD OF RECORD.--94 years (water years 1898-1901, 1919-2008), 1,508 ft3/s, 76.13 in/yr, 1,093,000 acre-ft/yr, adjusted for
storage since April 1927.

EXTREMES FOR PERIOD OF RECORD.--Maximum discharge, 41,600 ft3/s, Nov. 18, 1897, gage height, 14.5 ft, from graph based on gage readings, site and
datum then in use, from rating curve extended above 3,300 /s, on basis of two determinations of flow over dam at discharge 26,700 ft/s and 30,100
ft3/s, referred to 1897 datum; minimum daily discharge, 10 ft3/s, Oct. 3, 1938.

EXTREMES FOR CURRENT YEAR.--Maximum discharge, 35,900 ft3/s, Dec. 3, gage height, 24.65 ft; minimum discharge, 200 ft3/s, Jan. 14, gage height,
10.17 ft; minimum daily discharge, 331 ft¥/s, Sep. 29.

U.S. Department of the Interior
U.S. Geological Survey


http://wdr.water.usgs.gov/
http://waterdata.usgs.gov/nwis/nwisman/?site_no=12045500

Water-Data Report 2008
12045500 ELWHA RIVER AT MCDONALD BRIDGE, NEAR PORT ANGELES, WA—Continued

DISCHARGE, CUBIC FEET PER SECOND
WATER YEAR OCTOBER 2007 TO SEPTEMBER 2008
DAILY MEAN VALUES

Day Oct Nov Dec Jan Feb Mar Apr May Jun Jul Aug Sep
1 979 665 643 848 654 942 535 898 3,120 4,000 1,110 595
2 1,170 620 757 1,030 597 848 511 867 3,050 3,540 931 559
3 875 629 18,600 1,090 576 811 522 875 2,960 3,350 848 543
4 655 697 18,400 1,580 547 768 498 979 2,900 2,970 825 532
5 555 608 7,810 2,440 696 713 504 1,200 2,630 2,690 847 514
6 535 574 5,490 1,640 622 673 486 1,360 2,560 2,540 879 538
7 1,410 574 3,150 1,280 789 673 503 1,470 2,310 2,180 916 511
8 1,160 591 2,550 1,190 793 673 474 1,430 2,300 2,110 884 481
9 897 837 2,290 1,070 751 673 470 1,320 2,340 2,180 837 483
10 1,850 1,060 2,000 1,350 848 872 463 1,340 2,380 2,060 870 464
" 1,020 789 1,770 2,000 810 1,570 460 1,340 2,160 1,730 751 450
12 812 1,480 1,500 1,670 783 1,310 511 1,290 2,250 1,630 773 453
13 727 1,200 1,420 1,460 785 1,140 801 1,270 2,620 1,700 733 444
14 658 987 1,320 1,550 707 1,030 853 2,110 2,770 1,670 748 407
15 632 1,720 1,440 1,580 710 977 760 3,270 2,450 1,510 793 408
16 674 3,470 1,330 1,330 666 905 696 3,850 2,490 1,500 791 408
17 655 2,200 1,340 1,230 648 840 690 5,770 2,570 1,400 783 408
18 772 1,770 1,190 1,100 607 804 706 6,370 2,270 1,360 794 407
19 1,460 1,010 1,420 1,030 645 772 692 5,670 2,140 1,310 711 423
20 1,260 884 1,350 978 653 739 673 5,310 2,140 1,260 972 378
21 1,050 999 1,170 884 661 714 623 4,190 2,560 1,270 1,090 374
22 1,510 945 1,240 850 652 660 614 3,400 2,640 1,270 792 377
23 1,570 854 1,520 796 652 805 602 2,980 2,480 1,180 687 350
24 1,320 823 1,630 779 646 738 574 2,980 2,220 1,110 934 372
25 1,050 781 1,350 739 638 679 548 3,530 2,280 1,070 942 472
26 900 763 1,210 701 637 684 552 4,110 2,300 1,060 710 496
21 831 752 1,110 708 651 633 584 4,110 2,340 1,030 941 367
28 791 716 1,060 721 690 616 899 4,120 3,060 1,020 877 369
29 765 678 1,020 587 759 601 1,200 4,110 3,680 961 884 331
30 727 642 991 655 --n 564 1,020 3,540 4,010 1,040 805 347
31 645 - 934 639 --n 544 --- 3,280 --= 915 646 ---
Total 29915 30,318 89,005 35505 19,873 24971 19,024 88339 77,980 54,616 26,104 13,261
Mean 965 1,011 2,871 1,145 685 806 634 2,850 2,599 1,762 842 442
Max 1,850 3,470 18,600 2,440 848 1,570 1,200 6,370 4,010 4,000 1,110 595
Min 535 574 643 587 547 544 460 867 2,140 915 646 331

Ac-ft 59,340 60,140 176,500 70,420 39,420 49,530 37,730 175,200 154,700 108,300 51,780 26,300
Mean adjusted for change in contents in Lake Mills

963 1,009 2,870 1,146 686 805 634 2,849 2,602 1,761 842 442
CFSM adjusted for change in contents in Lake Mills
3.58 3.75 10.67 4.26 2.55 2.99 2.36 10.59 9.67 6.55 3.13 1.64
In. adjusted for change in contents Lake Mills
4.13 4.18 12.30 491 2.75 3.45 2.63 12.21 10.79 7.55 3.61 1.83

Ac-ft adjusted for change in contents Lake Mills
59240 60,040 176,500 70,490 39450 49,500 37,730 175,200 154,800 108,300 51,780 26,300
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Calendar Year 2007 Water Year 2008

Total 593,702 508,911
Mean 1,627 1,390
Max 18,600 18,600
Min 362 331
Ac-ft 1,178,000 1,009,000
Mean adjusted for change in contents in Lake Mills 1,627 1,390
CFSM adjusted for change in contents in Lake Mills 6.05 5.17
In. adjusted for change in contents Lake Mills 82.11 70.33
Ac-ft adjusted for change in contents Lake Mills 1,178,000 1,009,000
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